SACRAMENTO METROPOLITAN AIR QUALITY MANAGEMENT DISTRICT

RULE 904 AIR TOXICS CONTROL MEASURES
(Adopted 5-1-97) (Amended 6-28-01)

The provisions of Title 17 of the California Code of Regulations in effect (date of adoption), applicable to the
Subparts listed in this Rule are hereby adopted by reference and made part of the Rules and Regulations of the
District.

All new sources of air pollution and all modified or reconstructed sources of air pollution within the District shall
comply with the standards, criteria, and requirements set forth herein. For the purpose of this rule, the word
"Administrator" as used in 17 CCR shall mean the Air Pollution Control Officer, of the Sacramento Metropolitan
Air Quality Management District, except that the Air Pollution Control Officer shall not be empowered to approve
alternate or equivalent test methods, alternate standards or work practices. Other deviations from these State
standards as presented in the CCR are noted in the affected Subpart.

1 SECTION 93100 NONVEHICULAR AIRBORNE TOXIC CONTROL MEASURES

Date Operative (July 16, 1988)

2. SECTION 93101 BENZENE AIRBORNE TOXIC CONTROL MEASURE - RETAIL SERVICE
STATION
Date Operative (July 16, 1988)

3. SECTION 93102 HEXAVALENT CHROMIUM AIRBORNE TOXIC CONTROL CHROME
PLATING AND CHROMIC ACID ANODIZING OPERATIONS
Date Operative (October 20, 1998)

4. SECTION 93103 REGULATION FOR CHROMATE TREATED COOLING TOWERS

Date Operative (March 11, 1990)

5. SECTION 93104 DIOXIN AIRBORNE TOXIC CONTROL MEASURE - MEDICAL WASTE
INCINERATORS
Date Operative (July 13, 1991)

6. SECTION 93106 ASBESTOS AIRBORNE TOXIC CONTROL MEASURE - ASBESTOS-
CONTAINING SERPENTINE
Date Operative (October 11, 1995)

7. SECTION 93107 AIRBORNE TOXIC CONTROL MEASURE — FOR EMISSIONS OF TOXIC
METALS FROM NON-FERROUS METAL MELTING
Date Operative (January 6, 1994)

8. SECTION 93108 ETHYLENE OXIDE AIRBORNE TOXIC CONTROL MEASURE — PART 1 —

NON-COMMERCIAL STERILIZERS AND AERATORS USING LESS THAN
2,000 POUNDS OF ETHYLENE OXIDE PER 12 CONSECUTIVE MONTHS
Date Operative (January 28, 1999)

9. SECTION 93108.5 ETHYLENE OXIDE AIRBORNE TOXIC CONTROL MEASURE — PART 2 -
COMMERCIAL STERILIZERS AND AERATORS USING 2,000 POUNDS OR
MORE OF ETHYLENE OXIDE PER 12 CONSECUTIVE MONTHS
Date Operative (January 28, 1999)
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10. SECTION 93109 PERCHLOROETHYLENE AIRBORNE TOXIC CONTROL MEASURE - DRY
CLEANING OPERATIONS
Date Operative (June 3, 1994)

11. SECTION 93110 ENVIRONMENTAL TRAINING PROGRAM FOR PERCHLOROETHYLENE

DRY CLEANING OPERATIONS
Date Operative (June 3, 1994)
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